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Quiet dependable power by Westerbeke 

Features 
• Qua lity Construction - fresh wate r cooling with 

the rmostatic controls, 50 amp alternator with radio 
shielding, cast iron head and block for long life, cog-type 
alternator belts reduce slippage, glow plug cold weather 
starting aid , over-sized 3" diameter heat exchanger, 
manual shut down , separate throttle control. 
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REVOlUTlONS PER MINUTE 

Performance Data 
Maximum Power Output ................ 1S@3300 RPM 
Typical Fuel Consumption Rate . .063 US gal/HP/hr 
Typical Fuel Consumption Rate at 2500 RPM 

When wheeled to Turn 3000 RPM .......... . S US gal/hr 
Capacity of Lubricant la lways check d ipstickl ..... 4 Qts 
Capacity of Coolant . . . . ................ . . . 5 Qts 

Specifications 
Model Number . . . . . . ....... . . Weste rbeke 18 

o 

• Pa rts Supply - nationwide stock of parts for Westerbeke 
engines and generators means better service from an ex
panding network of stocking distributors and dealers. 

• Exceptiona l Sm oothness - 3 cyl inder 4 cycle engine , 
high inertia nywheel and crankshaft dynamically balanced . 

Engine Type . . . . . . .. . .. .4 cycle, water cooled , naturally G 
aspirated , vertical overhead va lve, diesel engi ne 

Cylinder arrangement . . . . . . . . .3 cylinders in line 
• Se lf Bleeding Fue l System - Resta rts after running out 

of fuel without manual ai r bleeding. 
• Ve ry Light Weight - aluminum water-cooled ex haust 

manifo ld and flywheel housing, save weight without sacri
ficing cast iron head and block. 

• Ease o f Ma inte na nce - removable end caps on heat ex
changer fo r easy clean out , convenient oil drain system 
needs no hand pump; replaceable wiring harness ter
minates in 8 pin connector, heavy duty zinc anodes for 
hea t exchanger. 

• Exceptio na l Quie tness - custom designed , tuned intake 
s ilencer reduces intake air noise; modern swirl type com
bustion chamber design softens diesel clatter. 

Optional Equipment 
• Front exhaust outlet for Vee drives · Remote mounting lube 
filte rs . Alternator output splitter · Sea water intake s trainer 
• Hydro-Hush B waterlift exhaust silencer . Various adapting 
connectors and couplings from which , given a supply of 17k" 
I.D. exhaust hose, a complete exhaust system ca n be 
assembled 
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Straight 

Bore&Stroke . ............. 2.4" x3 .05" 165mm.x7Smm .1 
Displacement .................... 48 cubic inch (.78 litreJ 
Compression ratio ............. _ .............. . . 23 to 1 
No. of main bearings ... . . . . . . . . . . . . . . . . . . .. 4 
Rotation ...... . ...... SAE Std . (clockwise facing front end l 
Fuel Injection Pump .. , . , Bosch Distributor Type Individual 

plunger for each cylinde r, cam driven in a precision 
housing machined in block for rigidity and accuracy 

Regulator . . . .. ........................ IC (built in typel 
Injectors , . , .. , .. , ........ , .............. , . Pintle type 
Combustion Chamber ... Swirl type for easy starting and 

quiet operation 
Firing order . . , . . 1-3-2 
Governor . Mechanical centrifugal type 
Fuel filter .. . . ............. . . Paper element type 
Lubricating device .,.' Forced lubrica tion by trochoid pump 
Lub. oil filt er , . , .. , .. Full flow, spin on , paper element type 
Starting motor .. . ... Geared e lectric motor, 12 Volt 
Starting aid .. . ....... . .... 12 Volt sheathed type glow plug 
Fuel pump . .............. Electric plunger type 
Dry weight of engine (w/trans.1 . . . . . . . . ... 345 Ibs. 

Call your Westerbeke representative 

or contact the . .. 

J. H. WESTERBEKE CORP. 
A VON INDUSTRIAL PARK, AVON, MA 02322 0 (617)588-7700 

CABLE: WESTCORP, AVON 0 TELEX: 92-4444 P" n!td.,. U S .A 
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